















































NO.] PART NUMBER DESCRIPTION OTY.
EB-M*-** MECHANICAL PIPING 1 EB-M*-** M-Series Electro-Boiler 1
2 XTEE7060 1" X 1" X 1" TEE 4
3 XNPL7780 1" X 2 1/2" NIPPLE 7
4 XEL7850 1" 90deg ELBOW 3
5 XBSH7180 1" X 3/4" BUSHING 2
sy - 6 #5453 RELIEF VALVE 1
3 5 7 #5505 AIR ELIMINATOR 1
8 XBSH7190 1" X 1/4" BUSHING 1
9 #5456A PRESS/TEMP GAUGE 1
10 XNPL7781 1" X 20" NIPPLE 2
““““ g 11 #5501 EXPANSION TANK 1
’ 12 XNPL7783 1" X 6" NIPPLE 1
6 r— / / 13 #5503 1" BALL VALVE 3
14 #5548 DRAIN VALVE 1
J 15 PUMP #5585 (LOKW) / #5586 (15-20KW) | 1
S 16 | FLANGEKIT | #5580 (1OKW) / #5582 (15-20KW) | 2
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ELECTRO-BOILER DUAL HEAT PIPING DIAGRAM
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ELECTRO-BOILER

MODEL: EB—M(A,0)—10

HL3
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10 J4
H—or
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RELAY STAGING

1 K1 (SSR)
2 K2

WIRE COLOR CODE

BL BLUE
BLW  BLUE/WHITE
BLACK

BR BROWN
BRY BROWN /YELLOW
GRAY

OR ORANGE
OBK  ORANGE/BLACK
R RED
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NOTES

1. SENSOR CABLES
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NOT SHOWN.

COMPONENT CODE

CB  CIRCUIT BREAKER
E 5000W ELEMENT
HL HI-LIMIT

PC  CIRCUIT BOARD
T TAB TERMINAL

SC  SCREW TERMINAL
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DRAWING
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11-06-07]
NOTES:
1. SIZE = 5" X 5"
2. COLOR = BLACK ON WHITE
3. MATERIAL = POLY WITH ADHESIVE AND LAMINATE.
Rev. A (11—06—-07): Standby Furnace Thermostat symbol changed per markup.
03—-30—-06: INITIAL RELEASE.
PROPRIETARY AND CONFIDENTIAL DESCRIPTION ’Lv ELECTRO INDUSTRIES, INC. [PEET SCALE PART/WODEL NUMBER
NOTE: THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE EB—M(A,0)—10 A\, MONTICELLO, MN 55362 1/3 NTS EB—M(A,0)—10
EgogﬂY&&mwﬁgdp%imﬁﬁgﬁ ;S‘I‘R'?D&CHE%JC%PART WIRING DECAL DRAWN CHECKED APPROVED | DATE REV/STATUS DOCUMENT NUMBER
INDUSTRIES INC. IS PROHIBITED. JAD JAD 11-06-07 A BS510




ELECTRO—BOILER
MODEL: EB—M(A,0)—15

HL3
I—iw
STANDBY 190°
BOILER Rw
TO J4
-y [Rim=
2 @ 3 )+—08BKk—
4
5
6
7 R
8 R
9+—0v
OY—GY:

RELAY STAGING

1 K1 (SSR)
K2

3 K3

WIRE COLOR CODE

205 BK
HL1—1 Bk—
BK—O<7/O———BK—
205
E1

5%2 S/Swz —OR—]

O (sszm C
Sﬁ 1 S/i}zzt L oy—1
oY

BL  BLUE
BLW  BLUE/WHITE

BK  BLACK

BR  BROWN

BRY  BROWN/YELLOW
GY  GRAY

OR  ORANGE

OBK  ORANGE/BLACK
R RED

RW  RED/WHT

Vi VIOLET

w WHITE

WBL  WHITE/BLUE
WBK  WHITE/BLACK

Y YELLOW

Y6 YEL/GRN
NOTES

1. SENSOR CABLES
AND CONNECTIONS
NOT SHOWN.

COMPONENT CODE

CB CIRCUIT BREAKER
E 5000W ELEMENT
HL HI—LIMIT

PC  CIRCUIT BOARD
T TAB TERMINAL
SC  SCREW TERMINAL

E3
’ . 11 ] [DECAL
L (k)—e= UAW408
DRAWING
BS510 P2
11-06-07
NOTES:
1. SIZE = 5" X 5"
2. COLOR = BLACK ON WHITE
3. MATERIAL = POLY WITH ADHESIVE AND LAMINATE.
Rev. A (11—06—-07): Standby Furnace Thermostat symbol changed per markup.
03—-30—-06: INITIAL RELEASE.
PROPRIETARY AND CONFIDENTIAL DESCRIPTION ’Lv ELECTRO INDUSTRIES, INC. [PEET SCALE PART/WODEL NUMBER
NOTE: THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE EB—M(A,0)—15 A\, MONTICELLO, MN 55362 2/3 NTS EB—M(A,0)—15
EgogﬂY&&mwﬁgdp%imﬁﬁgﬁ ;S‘I‘R'?D&CHE%JC%PART WIRING DECAL DRAWN CHECKED APPROVED | DATE REV/STATUS | DOCUMENT NUMBER
INDUSTRIES INC. IS PROHIBITED. JAD JAD 11-06-07 A BS510




L3 ELECTRO-BOILER
STANDBY >~ RW— MODEL: EB—M(A,0)—20
RW:
ToT TO J4
R W [y —or—
Q @ 2 —wsL—]
© 3 )+—0BKk—
10 J5 PC1 s
-4 5
¢ — 6
.y o o
! a ' RELAY STAGING
BR 4 | L I o)—or
s || ‘E M ioy—or - (SSR)
BRY—® } - } 3 K3
| Q,._ | 4 K4
} Q =3 ! WIRE COLOR CODE
| [
| E3 ‘ Stw EtaE/WH\TE
| - | BK BLACK
L e BR BROWN
BRY BROWN /YELLOW
L Gk OmANce
) HL2-2 o SBK gESNGE/BLACK
HL2—1 WBL  WHITE/BLUE
BK WBK  WHITE,/BLACK
205" Y YELLOW
W12 Y6 YEL/GRN
EK—()GH‘ BK
205 BK NOTES
HLT—1 B LD CONKERTIONS
BK—O<7O————BK— sc2 63 Ql_or—I NOT SHOWN.
205" T Al
K1 COMPONENT CODE
£ O (SSR) - CB  CIRCUIT BREAKER
sk—"|[I—= L 2O B
K RELAY
PC CIRCUIT BOARD
£ K2 GY— T TAB TERMINAL
| @ sC SCREW TERMINAL
R 1 q WBL—
E3
P R || _ DECAL
——— ” o(k8)——oer UAW409
R (| @ Vi— DRAWING
BS510 P3
11-068-07]
NOTES:
1. SIZE = 5" X 5"
2. COLOR = BLACK ON WHITE
3. MATERIAL = POLY WITH ADHESIVE AND LAMINATE.
Rev. A (11—06—-07): Standby Furnace Thermostat symbol changed per markup.
03—30—06: INITIAL RELEASE.

PROPRIETARY AND CONFIDENTIAL DESCRIPTION lL'A\ ELECTRO INDUSTRIES, INC. [PEET SCALE PART/WODEL NUMBER
NOTE: THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE EB—M(A,0)—20 a MONTICELLO, MN 55362 3/3 NTS EB—M(A,0)—20
Eg%@&a%%ﬁ%#%ﬂ“ﬁﬁgﬁ-%ﬁ%ﬂ%ﬁ;m WIRING DECAL DRAWN CHECKED APPROVED DATE REV/STATUS DOCUMENT NUMBER
INDUSTRIES INC. IS PROHIBITED. JAD JAD 11-06—-07 A BS510




BOILER ACCESSORIES

ZONE CONTROLLER

This will simplify your wiring and make zoning applications much easier. In addition, enhanced communicating
features have the ability to stage the electric boiler based upon the connected zone capacity.

Standard Features
« Ultility load control

* Terminal block wiring, visual
wiring layout

¢ Indicator lights showing zone
operation

e 24-volt, 40VA transformer
120/208/240 connection

* Fuse protection
* Priority option

* Dual temperature operation

All Others
EB-ZXA-1 - universal, pumps or valves, non-communicating, for any boiler
EB-ZS-4 - automatic staging system for Brand X boilers or dual EB-R, -L, -E Series
EB-ZC-4 - wiring and convenience interface, isolated boiler end switch
EB-5415A - low cost, 2 or 3 zones, sheds one boiler stage (Mini-Boiler enhancement)

» Applies to digital or
standard thermostats

« Dial switch, select each zone
capacity

Pumps, Actuators, Valves

EB-ZTA-1 - install within boiler cabinet

EB-ZEA-1 - with enclosure and 40VA transformer

EB-ZEA-2 - add additional 4, enclosure and 40VA
Pumps

EB-Z2P - two pumps with priority and dual temp.
Zone Valves

EB-ZTS-1 - install within boiler cabinet, encl. option

EB-ZTS-2 - add additional 4, enclosure and 40VA

SLAB STAT

Sensing and controlling the system based upon radiant floor surface temperature
or the concrete mass has very positive benefits. Radiant floor air stat in the same
area as a forced air roomstat presents serious control problems. A remote sensing

slab stat for the radiant floor removes this issue.

Remote sensing slab stat is required for storage applications.

ES-24-BR

SWITCHING RELAY - EE-5051

This DPDT 24-volt switching relay provides a convenient
solution to any AC or DC application.

® Ideal for zone pumps
® 24V coil
® 120V, 10A, contact sets

® Easy to wire and nicely packaged

MULTI-BOILER - EB-C-STG5

Electrically connects between 2™ and 3%, 3" and 4%, etc.

OTHER OPTIONS
SOT-1 Switchover to standby, total run time
5701 Single feed bus for 2 CB’s (SQ-D CB)
5702 Single feed bus for 3 CB’s (SQ-D CB)

EB-S-SB  Dual boiler option for EB-S Series

WF-ANZ* WarmFlo Analyzer, now applicable to WO and
WA Series

Specifications subject to change without notice, all rights reserved.

ELECTRO INDUSTRIES, INC.

2150 West River Street, PO Box 538, Monticello, MN 55362
763.295.4138 *800.922.4138 *fax 763.295.4434
sales@electromn.com « www.electromn.com



TWO SUPPLY WATER TEMPERATURE REQUIREMENT

® Handled as the priority zone on multi-zone (EB-ZEA-1) or two
pump (EB-Z2P) controllers

® Priority switch on, zone 1 active - TS boiler automatically changes
to 150° (or selection 176°) supply water setting

® All other zones are held off

® With zone 1 satisfied or 60-minute timeout, the boiler automatically
returns to the preset temperature and reacts to the other zones

Low Temp High Temp
Radiant, slab Radiant, staple up
Radiant, slab Baseboard
Radiant, slab Fan coil

Radiant, slab

Water heater, side arm

Radiant, slab

Hanging unit heater (garage, shop, etc.)

INSTALLATION PLUMBING KITS

These installation kits provide the critical plumbing components needed for easy installation of the Electro-Boiler. In addition to the
items shown in the matrix below, each kit includes all necessary ball valves, drain valve, tees, elbows, nipples, bushings, couplings,

etc. for direct connection to circulator pump and/or manifold.

Electro Industries’ boilers come standard equipped with outlet temperature/pressure gauge, pressure relief safety valve, and when

applicable, the WarmFlo™ electronic control sensors. These kits provide the additional components for easy installation:

Model Application Return Gauge Expansion Tank Air Vent
EMB-BK All EMB Series 2.1 gal. (7.9 L), 40,000 Btu/h Basic float type
EMB-PK All EMB Series v 2.1 gal. (7.9 L), 40,000 Btu/h | Enhanced air separator, EAS
EB-PK-M EB-MS, -MA, -MO Series v 4.5 gal. (17 L), 135,000 Btu/h | Enhanced air separator, EAS
EB-BK-TS EB-S, -WA, -WO Series 4.5 gal. (17 L), 135,000 Btu/h Basic float type
EB-PK-TS EB-S, -WA, -WO Series v 4.5 gal. (17 L), 135,000 Btu/h | Enhanced air separator, EAS

CIRCULATING PUMPS

5585 - Mini-Boiler &
10 kW TS Series

® 120V, 1/25 HP, maintenance-free wet
rotor circulator

® Pump curve example - 5 GPM (19 L)
@ 11 ft. of head (32.9 kPa)

07/24/2007

5586 - TS Series, Standard 5578 - 3/4" Pipe
5582 - 1" Pipe

® 120V, 1/6 HP, maintenance-free oil o
5579 - 1-1/4" Pipe

lubricated circulator

® Pump curve example - 10 GPM (37.8 L)

® Two flanges, with isolation valve
@ 20 ft. of head (50.8 kPa)

BLO001



Electro Industries, Inc. Limited Product Warranty
Effective October 1, 2007

Electro Industries, Inc. warrants to the original owner, at the original installation site, for a period
of two (2) years from date of installation, that the product and product parts manufactured by
Electro Industries are free from manufacturing defects in materials and workmanship, when
used under normal conditions and when such product has not been modified or changed in any
manner after leaving the plant of Electro Industries. If any product or product parts
manufactured by Electro Industries are found to have manufacturing defects in materials or
workmanship, such will be repaired or replaced by Electro Industries. Electro Industries shall
have the opportunity to directly, or through its authorized representative, examine and inspect
the alleged defective product or product parts. Electro Industries may request that the materials
be returned to Electro Industries at the owner’s expense for factory inspection. The
determination as to whether product or product parts shall be repaired, or in the alternative
replaced, shall be made by Electro Industries or its authorized representative. Electro Industries
will cover reasonable labor costs to repair defective product or product parts for ninety (90) days
after installation.

TWENTY YEAR (20) LIMITED WARRANTY ON BOILER ELEMENTS AND VESSELS

Electro Industries, Inc. warrants that the boiler elements and vessels of its products are free
from defects in materials and workmanship through the twentieth year following date of
installation. If any boiler elements or vessels are found to have a manufacturing defect in
materials or workmanship, Electro Industries will replace them.

TWENTY YEAR (20) LIMITED WARRANTY ON SPIN FIN ELEMENTS

Electro Industries, Inc. warrants that the spin fin elements of its products are free from defects in
materials and workmanship through the twentieth year following date of installation. If any spin
fin elements are found to have a manufacturing defect in materials or workmanship, Electro
Industries will replace them.

FIVE YEAR (5) LIMITED WARRANTY ON OPEN WIRE ELEMENTS

Electro Industries, Inc. warrants that the open wire elements of its products are free from
defects in materials and workmanship through the fifth year following date of installation. If any
open wire elements are found to have a manufacturing defect in materials or workmanship,
Electro Industries will replace them.

¥ 4 ELECTRO INDUSTRIES, INC.
2150 West River Street, PO Box 538, Monticello, MN 55362
M 763.295.4138+800.922.4138 *fax 763.295.4434
sales@electromn.com » www.electromn.com
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THESE WARRANTIES DO NOT COVER:

1. Costs for labor for removal and reinstallation of an alleged defective product or product parts,
transportation to Electro Industries, and any other materials necessary to perform the exchange,
except as stated in this warranty. Replacement material will be invoiced to the distributor in the usual
manner and will be subject to adjustment upon verification of defect.

2. Any product that has been damaged as a result of being improperly serviced or operated, including,
but not limited to, the following: operated with insufficient water or airflow, allowed to freeze,
subjected to flood conditions, subjected to improper voltages or power supplies, operated with airflow
or water conditions and/or fuels or additives which cause unusual deposits or corrosion in or on the
product, chemical or galvanic erosion, improper maintenance or subject to any other abuse or
negligence.

3. Any product that has been damaged as a result of natural disasters, including, but not limited to, the
following: lightning, fire, earthquake, hurricanes, tornadoes or floods.

4. Any product that has been damaged as a result of shipment or handling by the freight carrier. It is the
receiver’s responsibility to claim and process freight damage with the carrier.

5. Any product that has been defaced, abused, or suffered unusual wear and tear as determined by
Electro Industries or its authorized representative.

6. Workmanship of any installer of the product. This warranty does not assume any liability of any
nature for unsatisfactory performance caused by improper installation.

7. Transportation charges for any replacement part or component, service calls, normal maintenance;
replacement of fuses, filters, refrigerant, etc.

CONDITIONS AND LIMITATIONS:

1. If at the time of a request for service the original owner cannot provide an original sales receipt or a
warranty card registration then the warranty period for the product will have deemed to begin thirty
(30) days after the date of manufacture and NOT the date of installation.

2. The product must have been sold and installed by a licensed electrical contractor, a licensed
plumbing contractor, or a licensed heating contractor.

3. The application and installation of the product must be in compliance with Electro Industries’
specifications as stated in the installation and instruction manual, and all state and federal codes and
statutes. If not, the warranty will be null and void.

4. The purchaser shall have maintained the product in accordance with the manual that accompanies
the unit. Annually, a qualified and licensed contractor must inspect the product to assure it is in
proper working condition.

5. All related heating components must be maintained in good operating condition.
6. All lines must be checked to confirm that all condensation drains properly from the unit.

Replacement of a product or product part under this limited warranty does not extend the warranty
term or period.

8. Before warranty claims will be honored, Electro Industries shall have the opportunity to directly, or
through its authorized representative, examine and inspect the alleged defective product or product
parts. Remedies under this warranty are limited to repairing or replacing alleged defective product or
product parts. The decision whether to repair or, in the alternative replace, products or product parts
shall be made by Electro Industries or its authorized representative.

THESE WARRANTIES DO NOT EXTEND TO ANYONE EXCEPT THE ORIGINAL PURCHASER AT RETAIL AND ONLY WHEN
THE PRODUCT IS IN THE ORIGINAL INSTALLATION SITE. THE REMEDIES SET FORTH HEREIN ARE EXCLUSIVE.

ALL IMPLIED WARRANTIES, INCLUDING WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR
PURPOSE, ARE HEREBY DISCLAIMED WITH RESPECT TO ALL PURCHASERS OR OWNERS. ELECTRO INDUSTRIES,
INC. IS NOT BOUND BY PROMISES MADE BY OTHERS BEYOND THE TERMS OF THESE WARRANTIES. FAILURE TO
RETURN THE WARRANTY CARD SHALL HAVE NO EFFECT ON THE DISCLAIMER OF THESE IMPLIED WARRANTIES.

ALL EXPRESS WARRANTIES SHALL BE LIMITED TO THE DURATION OF THIS EXPRESS LIMITED WARRANTIES SET
FORTH HEREIN AND EXCLUDE ANY LIABILITY FOR CONSEQUENTIAL OR INCIDENTAL DAMAGES RESULTING FROM
THE BREACH THEREOF. SOME STATES DO NOT ALLOW THE EXCLUSION OR LIMITATION OF INCIDENTAL OR
CONSEQUENTIAL DAMAGES, SO THE ABOVE LIMITATIONS OR EXCLUSIONS MAY NOT APPLY. PRODUCTS OR PARTS
OF OTHER MANUFACTURERS ATTACHED ARE SPECIFICALLY EXCLUDED FROM THE WARRANTY.

THIS WARRANTY GIVES YOU SPECIFIC LEGAL RIGHTS, AND YOU MAY HAVE OTHER RIGHTS WHICH VARY UNDER THE
LAWS OF EACH STATE. IF ANY PROVISION OF THIS WARRANTY IS PROHIBITED OR INVALID UNDER APPLICABLE
STATE LAW, THAT PROVISION SHALL BE INEFFECTIVE TO THE EXTENT OF THE PROHIBITION OR INVALIDITY WITHOUT
INVALIDATING THE REMAINDER OF THE AFFECTED PROVISION OR THE OTHER PROVISIONS OF THIS WARRANTY.
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